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Certificate For Awarding And Use Of The 
‘OK Compost Industrial’ Conformity Mark
Certificate No. 	�TA8011300698 (Cancels and replaces the certificate N° 0 13-1146-A)

Issued by:	 TÜV AUSTRIA BELGIUM NV

Product(s):
Domain	 Industrially Compostable Products
Group	 Finished Products
Family Packaging
Type	 Flexible pakaging (food and non-food)
Description / Particularities	 Triple laminate bag and film

Maximum thickness : 95 pm
Colour : metallic
Coloured printing 

Criteria:	 Test Program with reference OK 1 edition E
	�Including EN 13432 (09-2000) : << Packaging - Requirements for packaging recoverable through 

Validity:	

Conclusions of the examination:	�

Applicable certification system:	�

composting and biodegradation – Test scheme and evaluation criteria for the final acceptance of 
packaging >>

From 16 May 2018 till 16 May 2024

 The products comply with the above mentioned certification criteria, as confirmed by the test report 
no 65000376/ 2018-AF-258p.

 Type examination followed by supervision through verification tests on samples from the distributors 
stocks or of the market. The conformity of the product is guaranteed by the procedures for 
awarding and use of the ‘OK compost INDUSTRIAL’ conformity mark. This only applies for specimen 
bearing the ‘OK compost INDUSTRIAL’ mark.

For the Certification Committee 
Ph. DEWOLFS 
President of the Committee
Brussels, 17 August 2018

Annex: Reference of the structures (1 page) 029580-17-4

BRC Accreditation 

The Vacuum Pouch Company is 
very proud to have attained it’s AA 
rating (for the 3rd year running) 
under the BRC Global Standard for 
Food Packaging Materials.

Site Code – 2031250

Reference Layer 1 Layer 2 Layer 3

HCFD2 19 µm biopolymer 50 µm biopolymer –

HCFD3 23 µm biopolymer 50 µm biopolymer –

HCFD4 23 µm biopolymer 50 µm biopolymer –

Adhesive is used between each layer.


